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High load plain bearing blocks

Ratchet blocks

Designed for applications in the standing rigging, such as back-
stay and runner tackles. 
The sheave is V-shaped and optimised for wires or 100% HMPE 
rope. Block cheeks are smooth, electro polished stainless  steel. 
Available in 45, 60, 80 and 100 mm sheave diameters. 

Make it easy to advance your grip when hauling in the sheet, 
and then hold the tension with minimal effort. The perfect 	
combination of control and convenience. Available in two ver-
sions. 45 mm automatic ratchet block and 60 mm manual ratchet 
block. 

Deck swivel

The deck swivel articulates to follow the movements of the 	
trimmer. Used for main sheets on keelboats and smaller yachts. 
Can also be used on larger boats if the purchase of the tackle is 
sufficient. The materials used are composite and stainless steel.
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Eye swivel

Mast swivel

Cam cleats

Valley cleats

The eye swivel is designed for control lines close to the deck, as 
with dinghy jib sheets. The swivel can also be used on bigger 
boats if the purchase of the tackle is sufficient. One eye swivel 
on each side of the coach roof is an ideal set-up for the vang. 	
The crew on the rail can easily reach the vang to prevent a 
broach. The angle of articulation is easily adjusted with two 
screws. The swivel turns on stainless steel ball bearings for 
durability. The eye swivel is made of glass fibre filled polyamide 
with an electro polished, stainless steel line guide.

The mast swivel leads the line with full articulation towards the 
trimmer. The swivel is made of composite, 50/50 glass fibre/
polyamide. It is mainly used for Cunningham, Spinnaker and 
Gnav etc. The sheave has two optional positions, either for lines 
coming from above or from below. The mast swivel can be fitted 
“up-side-down” depending on desired orientation of the cam 
cleat. The sheave is of ball bearing type.

Seldén cam cleats c-c 27 mm and c-c 38 mm are made of carbon 
fibre reinforced polyetherimide. This material is selected for its 
high resistance to friction heat.

This type of cleat is available in several versions for many 	
different applications. The polyamide cleat is ideal for low load 
applications whereas the aluminium cleats prevent rope burn 
under higher load. 

Seldén Valley cleats are designed and produced by Clamcleat 
Ltd, UK.

Cam cleats
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Furling system for furling gennaker,  
Code 0 and stay sail

SELDÉN CODE X

Both the gennaker and the Code 0 take over 
when the spinnaker cannot be carried any 
more. They do not need a spinnaker pole, lift 
or downhaul. Sailing off the wind becomes 
easy, more efficient and definitely more fun. 

Seldén has been manufacturing furling 	
systems since the 80’s and are world market 
leaders in jib furling and main sail furling. 
All this experience is put into the Seldén 
Code X and, as usual, our design focus has 
been reliable function. Our attention to 
details combined with low weight makes 
Seldén Code X easy to handle for the crew.  

The system is operated with an endless furling line 
running over a line driver. A narrow line guide 	
fitting leads the line on to the line driver and gives a 
good grip. A wedge shaped line stripper separates the 
line when unfurling, allowing the line driver to spin 
freely. The furling line is usually led all the way back 
to the cockpit. As an alternative, a shorter furling line 
can be operated by the foredeck crew.
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Seldén rig fittings
Backstay tensioners
Seldéns’ backstay tensioners are easy to 	
operate, they have smooth, clean surfaces. 
Even the wire terminal is fully covered.

Rigging screw covers
The rigging screw cover is smoothly rounded 
and gentle on your sails, sheets and clothes. 
Nothing can get snagged on the rigging screw 
or chafe against the shroud. 

Rigging screws
The Seldén range includes a series of rigging 
screws made from stainless steel or combina-
tion of stainless steel and chromed bronze. 
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t Inches (in)

Inches (in)

Feet (ft)

Feet (ft)

  25,4 

  2,54 

30,48 

  0,3048

millimetres (mm)

centimetres (cm)

centimetres (mm)

metres (m)

Millimetres

Centrimetres

Metres

Metres

  0,03937 

  0,3937

39,3701

  3,2808

inches 

inches

inches

feet

A
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a

Sq. Inches2 (in2)

Sq. Inches2 (in2)

Sq. Feet2 (ft2)

Sq. Feet2 (ft2)

Sq. Yard2 (yd2)

645,16 

    6,4516 

929,0304 

    0,092903

    0,836127

sq. millimetres2 (mm2)

sq. centimetres2 (cm2)

sq. centimetres2 (cm2)

sq. metres2 (m2)

sq. metres2 (m2)

Sq. Millimetres

Sq. Centimetres

Sq. Centimetres

Sq. Metres

  0,00155 

  0,1550

10,7639

  1,19599

sq. inches

sq. inches

sq. feet

sq. yards

W
ei
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h

t Ounces (oz)

Pounds (lb)

  28,3495

453,59237

grams (g)

grams (g)

Grams

Kilograms

Kilograms

  0,03527

35,274

  2,20462

ounces

ounces

pounds

Boat type

Hull number

Serial number

Mast
(Engraved at lower end of mast section)

Boom
(Engraved at forward/lower end of  
boom section)

Notes

Settings of rigging screws 
after tuning

V1	 starboard	 mm

	 port	 mm

D1A	 starboard	 mm

	 port	 mm

D1F	 starboard	 mm

	 port	 mm

D2	 starboard	 mm

	 port	 mm

D3	 starboard	 mm

	 port	 mm

Forestay	 mm

Cutter stay	 mm

Inner forestay	 mm

Baby stay	 mm

Backstay	 mm

XX mm
Note!

Conversion factors



2
0

1
0

-0
6

-2
9

 /
 5

9
5

-5
4

0
-E

Seldén Mast AB, Sweden 
Tel +46 (0)31 69 69 00 
Fax +46 (0)31 29 71 37  
e-mail info@seldenmast.com 

Seldén Mast Limited, UK 
Tel +44 (0)1329 50 40 00 
Fax +44 (0)1329 50 40 49  
e-mail info@seldenmast.co.uk

Seldén Mast Inc., USA 
Tel +1 843-760-6278  
Fax +1 843-760-1220  
e-mail info@seldenus.com

Seldén Mast A/S, Denmark 
Tel +45 39 18 44 00  
Fax +45 39 27 17 00  
e-mail info@seldenmast.dk 

Seldén Mid Europe B.V., 
Netherlands
Tel +31 (0)111-698 120 
Fax +31 (0)111-698 130 
e-mail info@seldenmast.nl

Seldén Mast SAS, France
Tel +33 (0)251 362 110 
Fax +33 (0)251 362 185 
e-mail info@seldenmast.fr

www.seldenmast.com

The Seldén Group is the world’s leading manu- 

facturer of masts and rigging systems in carbon and 

aluminium for dinghies, keelboats and yachts.  

The Group consists of Seldén Mast AB in Sweden, 

Seldén Mast A/S in Denmark, Seldén Mast Ltd in  

the UK, Seldén Mid Europe B.V. in the Netherlands, 

Seldén Mast SAS in France, Seldén Mast Inc. in the 

USA and Seldén Mast Asia Ltd in Hongkong.. Our well 

known brands are Seldén and Furlex. The worldwide 

success of Furlex has enabled us to build a network of 

over 750 authorised dealers covering the world’s  

marine markets. So wherever you sail, you can be sure 

of fast access to our service, spare parts and know-how.

DINGHIESKEELBOATSYACHTS


