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Gooseneck/boom brackets

All new Seldén dinghy masts are fitted with our new 
gooseneck. Designed to reduce weight and increase 
strength and functionality, the new system features a 
round pin, to allow the boom to rotate in the direction 
of the load. The new pin is longer and features a unique 
gooseneck lock system to give it a positive engagement 
onto the boom. By clicking into place, the boom is  
prevented from falling off the gooseneck when dropping 
the mainsail, saving injury to yourself and damage to the 
deck. It is also very useful when using a boom-up cover.

Art. No. Description Art. No. Description

508-261-01 Gooseneck (suitable for all sections  
designated by Greek letter names)

528-087 Triangular toggle

508-262-01 Gooseneck (suitable for all sections  
designated by Roman capitals) 

528-086-09 Round pin and toggle

508-808-01 Extended  boom bracket reduces outhaul 
tension and increases the boom angle when 
running. 470 and Fireball class legal.

528-093-01 Old style square pin and toggle

508-291 Carbon mast boom bracket adaptor 508-739-01 Boom bracket for unstayed rotating rigs

508-733-01 Stainless steel boom bracket for carbon 
masts

165-013-02 Replacement clevis pin, washer and split 
ring for boom bracket

508-273-14 Stainless steel boom bracket with  
drop-nose pin

166-665 Drop-nose pin suitable for boom bracket

Boom bracket


